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SUMMARY OF REVISIONS
This  change incorporates interim change (IC) 2004-1.  It clarifies requirements
for LOGMOD generate placards for mobility processing and CMOS/GATES
generated placards and Military Shipping Labels for movement.

�4.3.1.  Placards.  LOGMOD/LSA generated Deployment Shipping Placards will be
used for identification of equipment processing from deploying unit to the Cargo
Deployment Function  (CDF).  The placards facilitate Joint Inspection (JI), CDF in-
check, and cargo marshalling for deployments, exercises and unit moves.  At the CDF,
the CMOS/GATES operators will produce DD Form 2775, Pallet Identifier, and/or
Military Shipping Label (MSL) as needed to support onward movement in the
transportation system.  These forms will be affixed to the cargo as required by the DTR
and MIL-STD-129.

�4.3.2.  Military Shipping Label.  A CMOS or GATES generated MSL will be affixed
to all cargo as required in the DTR and MIL-STD-129.  If CMOS or GATES are not
available, attempts will be made to use other automated label print tools, such as that
available on HQ AFMC LSO/LOL’s web site: https://www.afmc-mil.wpafb.af.mil/HQ-
AFMC/LG/LSO/lol/.  If no automated tools are available, a manual DD Form 1387,
Military Shipping Label, will be prepared.  The manual form will include data required in
the DTR and MIL-STD-129.  Manual forms are only allowed for contingency movement.

�4.3.2.1.  DELETED

�4.3.2.1.1.  DELETED

�4.3.2.1.2.  DELETED

�4.3.2.1.3.  DELETED

�4.3.2.1.4.  DELETED

�4.3.2.1.5.  DELETED

�4.3.2.1.6.  DELETED

��4.3.2.1.7.  DELETED
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